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PLAN SCALE
EROSION CONTROL NOTES
The soil erosion and sediment control practices will be Inspected weekly and after »" of rain or more by the ipdividual
on site in charge of soil ercsion and sediment control during the construction of the project. [
Perimeter erosion barrier shall comply with Section 280 of the Standard Specifications and shall be placed as|shown on L_E_G_E_N_Q
the Frosion Control Plan and in gccordance with stations shown on the Schedule of Quantities sheet or as directed by the
Engineer.
. Perimeter FErosion Barrier
Silt fence shall be Installed following the completion and stabilization of all areas adjccent to the on-site drainages. the
sift fence will remain in piace until the contributing area is stabifized. 555
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For Seeding, Class 3 (special) see Special Provisions. ‘ 00000, Seeding, Class 3 (Special)
ILLINOIS i o o o 4
ONE-CALL SYSTEM Crosion control blanket shall be placed in ditches and fo all disturbed areas as shown on this Erosion Control |Plan sheet
1-800-892-0123 and in accordance with Section 251 of the Standard Specifications for Road and Bridge Construction. <> Temporary Aggregate
The use of green dye in the erosion control blanket s not acceptable. Difch Checks
The use of asphalt as a binder is not acceptable. b { Frosion Control Blanket
Temporary difch checks shall comply with Section 280 of the Standard Specifications for Road and Bridge Construction and
Standard £80001-05 located in the plans. Temporary difch checks shall be aggregate.
Temporary difch checks shall be placed at stations called out in the Schedule of Quantities or as directed by the Engineer. BILL OF MATERIAL
Stockpiles of soil and other building materials to remain in ploce more than three (3) days shall be furnished With erosion — Item Ynit | Quantity
and sediment control measures (i.e. perimeter silt fence). stockpiles to remain in place for 14 days or more shall receive Erosion Control Blanket Sq. ¥d. | 2,814
temporary seeding. | Temporary Dilch Checks Fool 87
Perimeter Erosion Barrier Foot 559
All adjacent streefs must be kept clear of debris. inspected daily and cleaned when necessary. Seeding, Class 3 (Special) Acre 0.59
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